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1
PARKING LOCK CONTROL DEVICE FOR
VEHICLE AND CONTROL METHOD

TECHNICAL FIELD

The present invention relates to a parking lock control
device that locks a wheel.

BACKGROUND ART

A related art of a Patent Document 1 has disclosed a con-
figuration in which, in a vehicle having a motor for each
wheel, a parking lock mechanism is provided at each wheel,
and when a parking lock request is outputted, by activating
the parking lock mechanism of each wheel, the wheel is
locked.

However, in a case where a plurality of parking lock
mechanisms are activated, there arises a problem that
increases power consumption.

CITATION LIST
Patent Document

Patent Document 1: Japanese Patent Provisional Publica-
tion Tokkai No. 2007-314036

SUMMARY OF THE INVENTION

An object of the present invention is to provide a parking
lock control device for the vehicle, which is capable of sup-
pressing the power consumption.

In the parking lock control device for the vehicle of the
present invention, when a parking lock activation command is
outputted, a first parking lock mechanism that is one parking
lock mechanism of a plurality of parking lock mechanism is
activated. And also, a movement of the vehicle in a state in
which only this first parking lock mechanism is activated is
estimated or detected, then when it is estimated or detected
that the vehicle moves, a second parking lock mechanism is
further activated.

Accordingly, especially in a case where the vehicle does
notmove, by activating only one parking lock mechanism, the
power consumption can be suppressed, and a travel distance
can be made longer. Further, in a state in which only the first
parking lock mechanism is activated, when the vehicle moves
or when there is a possibility that the vehicle will move, the
second parking lock mechanism that is provided at a different
driving wheel from a driving wheel of the first parking lock
mechanism is further activated. Therefore, the vehicle move-
ment can be suppressed under all conditions.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a general system diagram of a vehicle that is
provided with a parking lock control device of an embodi-
ment of the present invention.

FIG. 2 is a flow chart showing a parking lock mechanism
control process executed in a parking lock controller of the
embodiment.

FIGS. 3A, 3B and 3C are schematic diagrams for explain-
ing one wheel/both wheels lock determination process of the
embodiment.

FIG. 4 is a schematic diagram showing a movement of the
vehicle by an activation of the parking lock mechanism in a
case where wheels of the vehicle are turned to a left hand side,
of the embodiment.
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2

FIGS. 5A and 5B are schematic diagrams showing a
vehicle movement judgment process of the embodiment.

FIG. 6 is a flow chart for operating a drive motor when
outputting an activation command to an unlocked side park-
ing lock mechanism on the basis of a motor rotation speed, of
the embodiment.

FIG. 7 is time charts for operating the drive motor when
outputting the activation command to the unlocked side pack-
ing lack mechanism, of the embodiment.

FIG. 8 is a flow chart for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism on the basis of a cumulative motor rota-
tion speed, of the embodiment.

FIG. 9 is time charts for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism on the basis of the cumulative motor
rotation speed, of the embodiment.

DESCRIPTION OF EMBODIMENTS

FIG. 1 is a general system diagram of a vehicle that is
provided with a parking lock control device of an embodi-
ment of the preset invention. The vehicle of the present
embodiment is a rear wheel drive type electric vehicle, and
has front wheels FR, FL that are driven wheels and rear
wheels RR, RL that are driving wheels.

The rear wheel RR on a right side of the vehicle is provided
with an in-wheel type drive motor MR (a right side motor)
that directly drives this rear wheel RR, a parking lock mecha-
nism PLR that can stop an rotation axis of the drive motor MR
by connecting the rotation axis of the drive motor MR to a
vehicle body side and a resolver NR (a vehicle behavior
detecting unit) that detects a rotation speed (or a rotation
angle) of the drive motor MR. Likewise, the rear wheel RL on
a left side of the vehicle is provided with an in-wheel type
drive motor ML (a left side motor) that directly drives this rear
wheel RL, a parking lock mechanism PLL that can stop an
rotation axis of the drive motor ML by connecting the rotation
axis of the drive motor ML to the vehicle body side and a
resolver NL (the vehicle behavior detecting unit) that detects
a rotation speed (or a rotation angle) of the drive motor ML.

Each of the parking lock mechanisms PLR, PLL is a
mechanism that locks the rotation by the fact that a parking
pole is engaged with a parking gear. The parking pole is
configured to be actuated by an electromagnetic actuator. The
electromagnetic parking lock mechanism is a well-known
technique, its detailed explanation is therefore omitted here.

Further, the parking lock control device has an inclination
detecting unit 1 (the vehicle behavior detecting unit) that
detects an inclination of the vehicle, a present position detect-
ing unit 2 (the vehicle behavior detecting unit) that detects a
present position and a steering wheel turning angle detecting
unit 3 that detects a turning angle of a steering wheel.

The inclination detecting unit 1 is, for instance, a longitu-
dinal (back-and-forth) G sensor that detects a longitudinal
(back-and-forth) acceleration of the vehicle and/or a lateral G
sensor that detects a lateral (side-to-side) acceleration of the
vehicle. The inclination detecting unit 1 is configured to not
only detect the acceleration acting on a travelling vehicle but
also detect an inclination of road surface of a place where the
vehicle is currently positioned during a vehicle stop or almost
in a state of the vehicle stop.

The present position detecting unit 2 is, for instance, a
navigation system using GPS. The present position detecting
unit 2 is configured to recognize or realize road surface incli-
nation information etc. of the present position.
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The steering wheel turning angle detecting unit 3 is a
steering angle sensor that detects a steering angle that is an
operating amount of a steering wheel 4, and detects a value
corresponding to a tire turning angle of the front wheels FR,
FL at the present time point. Here, the other sensor (e.g. a
sensor detecting a movement of a rack) that can detect the tire
turning angle could be provided.

In addition, the parking lock control device has a parking
lock controller PLCU. The parking lock controller PLCU
outputs an activation command to the parking lock mecha-
nisms PLR, PLL on the basis of information of a slope of the
road surface where the vehicle is positioned which is detected
by the inclination detecting unit 1, the road surface inclination
information of the present vehicle position which is detected
by the present position detecting unit 2, the steering angle
detected by the steering wheel turning angle detecting unit 3
and rear wheel rotation speeds detected by the resolvers NR,
NL provided at the rear wheels RR, RL.

Features of the embodiment will be explained here. As
described above, the electric vehicle of the embodiment has
the parking lock mechanisms PLR, PLL at the both rear
wheels. And it is conceivable that when activating the parking
lock mechanism, the activation command is outputted to the
both parking lock mechanisms PLR, PLL and the both rear
wheels are locked. However, since the electrical actuator is
used for the activation of this parking lock mechanism, power
consumption is increased. Further, in a case where the rear
wheels are merely locked on a flat road, if only one wheel is
locked without locking the both wheels, a purpose of forbid-
ding (stopping) movement of the vehicle is achieved.

Therefore, in the embodiment, in a circumstance in which
the road is basically the flat road and even if the vehicle is
parked as it is, the movement of the vehicle does not occur, a
lock command is outputted to only the one wheel. With this
manner, the power consumed by the electrical actuator of the
parking lock mechanism can be suppressed, and it is possible
to increase a travel distance.

Here, as explained above, in the case of the flat road,
locking only the one wheel brings no problem. However, if
the vehicle is parked with only the one wheel locked in a state
in which the vehicle is positioned on an inclined road surface
(e.g. an inclined parking lot), there is a problem that the other
wheels go round and the vehicle slightly moves with the
locked wheel being a center.

Further, the activation command to the parking lock
mechanism is basically outputted according to a signal gen-
erated upon shift of a transmission shift lever to a parking
range by driver’s shift lever operation. Thus, the activation
command is not necessarily outputted after the vehicle stop,
but there is a case where the activation command is outputted
and the parking lock mechanism is activated in a state in
which the vehicle has a slight vehicle speed. At this time, if
only the one wheel is locked, there is a problem that the other
wheels go round by inertia of the vehicle with the locked
wheel stopped, and the vehicle rotates with the locked wheel
being the center, then the vehicle behavior is unsettled.

Thus, in the embodiment, as a basic control, if the road is
the flat road, the lock command is outputted to only the one
wheel. In addition to this control configuration, in a case
where there is a risk that the vehicle behavior will be unsettled
or the vehicle behavior is actually unsettled due to the acti-
vation of the one parking lock mechanism, or in a case where
there is a risk that the vehicle will move from the vehicle stop
state or the vehicle actually moves due to the activation of the
one parking lock mechanism, the both parking lock mecha-
nisms are activated.
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4

In the following description, the control configuration will
be explained.

FIG. 2 is a flow chart showing a parking lock mechanism
activation control process executed in the parking lock con-
troller of the embodiment.

At step S1, a judgment is made as to whether or not an
activation request of the parking lock mechanism is present. If
it is judged that the activation request of the parking lock
mechanism is present, the routine proceeds to step S2. If it is
judged that the activation request of the parking lock mecha-
nism is not present, this step is repeated. Here, the activation
request of the parking lock mechanism indicates a case where
the shift lever operated by the driver is positioned at the
parking range. Further, even if the parking lock mechanism is
activated during travel at some speed, since only a so-called
ratcheting state in which the parking pole is flipped by the
parking gear occurs, the activation request is basically
received at any timing. However, depending on other condi-
tions, the activation request of the parking lock mechanism
could be cancelled. These are not especially limited.

At step S2, a determination of one wheel/both wheels lock
is made. FIGS. 3A, 3B and 3C are schematic diagrams for
explaining one wheel/both wheels lock determination pro-
cess of the embodiment. As shown in FIG. 3A, in a plane with
the longitudinal (back-and-forth) acceleration of the vehicle
being a vertical axis and the lateral (side-to-side) acceleration
of the vehicle being a horizontal axis, a vehicle acceleration
area, by which it can be judged that the vehicle does not move
on the sloping or inclined road, is set. Then, a judgment is
made as to whether or not the detected acceleration exists in
this area for a predetermined diagnostic time. When judged
that the detected acceleration exists in this area for the pre-
determined diagnostic time, it is judged that the vehicle does
not move on the sloping or inclined road (see FIG. 3B). In this
case, the routine proceeds to step S5. On the other hand, when
the acceleration existing outside this area is detected during
the diagnostic time, it is judged that there is a risk that the
vehicle will move on the sloping or inclined road (see FIG.
3C). In this case, the routine proceeds to step S3.

Regarding the vehicle acceleration area, a longitudinal
acceleration area could be set to be greater than a lateral
acceleration area. Further, the area is set by not only a circle
but also a linear-shaped rhombus.

In addition, when judged that the detected acceleration
exists outside the area even once during the diagnostic time, it
could be judged that there is a risk that the vehicle will move.
Or, when judged that the detected acceleration continuously
exists outside the area for a certain time, it could be judged
that there is a risk that the vehicle will move.

In a case where the road surface inclination information of
the present vehicle position, detected by the present position
detecting unit 2, is the sloping or inclined road and it is
possible to judge that there is a risk that the vehicle will move
on the sloping or inclined road due to the one wheel lock, the
routine proceeds to step S3, and the activation command is
outputted to the both parking lock mechanisms PLR, PLL.

On the other hand, in a case where it is possible to judge
that there is no risk that the vehicle moves by the one wheel
lock at the present time point, the routine proceeds to step S5.

At step S4, count-up of the number of times each of the
right and left side parking lock mechanisms is activated is
done. For instance, when the both parking lock mechanisms
are activated, both count-ups are done. When the one parking
lock mechanism is activated, one count-up is done.

At step S5, a determination process, which determines the
parking lock mechanism to which the parking lock command
is outputted, is performed. The parking lock mechanism is
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determined according to the steering angle and a count-up
value of the number of times of the lock.

(Judgment Process According to the Steering Angle)

First, on the basis of the steering angle detected by the
steering wheel turning angle detecting unit 3, a steering direc-
tion is checked. Then, when lodged that the steering wheel is
steered or turned to a right hand side at a predetermined
steering angle or more, the activation command is outputted
to the parking lock mechanism PLL of the rear left wheel RL.
When judged that the steering wheel is steered or turned to a
left hand side at a predetermined steering angle or more, the
activation command is outputted to the parking lock mecha-
nism PLR of the rear right wheel RR.

Here, the reason for determining which parking lock
mechanism is activated according to the steering angle will be
explained.

FIG. 4 is a schematic diagram showing a movement of the
vehicle by the activation of the parking lock mechanism in a
case where the wheels of the vehicle are steered or turned to
alefthead side. If the parking lock mechanism PLL of the rear
left wheel RL is activated with the wheels turned to the left
hand side, as shown by “x” in FIG. 4, there is a risk that the
vehicle rotates with the rear left wheel RL being the center,
then the movement of the vehicle can not effectively be for-
bidden.

In contrast to this, as shown by “0” in FIG. 4, if the parking
lock mechanism PLR of the rear right wheel RR is activated,
the rotation of the vehicle can be inhibited, then the move-
ment of the vehicle can effectively be forbidden. This also
occurs no a case where the wheels of the vehicle are steered or
turned to a right hand side.

From the foregoing, by determining the parking lock
mechanism activated according to the steering angle, the
movement of the vehicle can effectively be suppressed.

(Judgment Process According to the Number of Times of
the Lock)

Next, when judged that the steering angle detected by the
steering wheel turning angle detecting unit 3 is smaller than a
predetermined angle of the right or left hand side direction
and the steering wheel is positioned at a substantially neutral
position, since there is especially nothing to choose between
the right and the left in terms of the vehicle behavior, the right
and the left (the parking lock mechanism PLR and the parking
lock mechanism PLL) is determined according to each num-
ber of times of the lock. This is because in a case where the
number of times of the lock is unbalanced and is larger on one
side of the right and the left, there is a need to secure durability
of the parking gear and the parking pole on the one side to
excess. Thus when judged that the steering angle is positioned
at the substantially neutral angle position, the activation com-
mand is outputted to the parking lock mechanism whose
number of times of the lock is smaller.

Here, in a case where the steering angle is the predeter-
mined angle or greater, even if the above judgment process
according to the number of times of the lock is performed, a
judgment result according to the steering angle is given pri-
ority. This is because suppressing the movement of the
vehicle is more important than securing the durability.

At step S6, the activation command is outputted to the
parking lock mechanism that is determined at step S5.

At step S7, after outputting the activation command of the
parking lock mechanism, a judgment is made as to whether or
not the vehicle moves. If it is judged that there is a risk that the
vehicle will move, the routine proceeds to step S8, and the
activation command is outputted to an unlocked side parking
lock mechanism. Then the routine proceeds to step S4, and
the count-up of the both parking lock mechanisms is done.
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On the other hand, ifitis judged that there is no risk that the
vehicle will move, the routine proceeds to step S4, and the
count-up of the activated parking lock mechanism is done.

Here, a judgment after the output of the activation com-
mand to the parking lock mechanism will be explained.

First, in the same manner as that at step S2, a judgment is
made as so whether or not the detected acceleration exists in
the vehicle acceleration area for a predetermined diagnostic
time. Although this judgment has already been made at step
S2, by continuously making judgment even when the vehicle
stops, even if the vehicle inclines, for instance, during trans-
port by ferry, the both parking lock mechanisms can be acti-
vated.

Next, the rotation speed of each of the right and left wheels
is detected by the resolvers NR, NL, and the movement of the
vehicle is judged according to these rotation speeds.

FIGS. 5A and 5B are schematic diagrams showing a
vehicle movement judgment process of the embodiment.
FIG. 5A is time charts for indicating the judgment according
to the motor rotation speed or the motor rotation angle. Since
the motor rotation speed and the motor rotation angle are
substantially the same, in the following description, only the
judgment according to the motor rotation speed will be
explained.

If an absolute value of the motor rotation speed is less than
apredetermined rotation speed, it is judged that the case of the
one wheel lock has no problem. If the absolute value of the
motor rotation speed is the predetermined rotation speed or
more, it is judged that the both-wheel lock is necessary.

Here, the predetermined rotation speed is a motor rotation
speed by which it can be judged that the vehicle does not
move by the slope or the inclination, and is a predetermined
value. In a case where the vehicle moves forward, for
instance, the rotation speed is a plus side rotation speed. In a
case where the vehicle moves backward, the rotation speed is
a minus side rotation speed. Then, the judgment is made as to
whether or not the absolute value of the motor rotation speed
is less than the predetermined rotation speed. In FIG. 5A, the
predetermined rotation speed is not shown by the absolute
value, but is shown including signs. That is, the positive side
predetermined rotation speed and the negative side predeter-
mined rotation speed are shown.

The resolver detecting the rotation angle which is neces-
sary for the motor control is the one that can detect a slight
rotation change together with a rotation direction. On the
other hand, with regard to a wheel speed sensor used for an
anti-lock brake control etc., there is a case that the wheel
speed sensor can not detect the rotation direction, and also
resolution of the wheel speed sensor is lower than that of the
resolver. Thus, by employing the resolver, a slight movement
of the vehicle and its movement direction can be detected,
then a high accurate judgment can be made.

In an example shown in FIG. 5A, the judgment is made
according to how much the rotation speed changes during a
predetermined diagnostic time. However, the diagnosis could
be carried out continuously for the predetermined diagnostic
time, or the diagnosis might be carried out at regular time
intervals during the predetermined diagnostic time.

FIG. 5B is time charts for indicating the judgment accord-
ing to a cumulative motor rotation speed.

When the motor rotation speed is totalized and an absolute
value of this cumulative motor rotation speed (i.e. a move-
ment distance) is within a range that is smaller than a prede-
termined cumulative motor rotation speed, it is judged that the
case of the one wheel lock has no problem. When the absolute
value of the cumulative motor rotation speed is the predeter-
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mined cumulative motor rotation speed or greater, it is judged
that the both-wheel lock is necessary.

The reason why the cumulative motor rotation speed is
used is because when the wheel (the vehicle) moves slowly
and continuously, there is a need to lock the both wheels, and
also in a case where it is judged, due to a slight vehicle
back-and-forth sway, that the both-wheel lock is necessary,
this redundant judgment is avoided.

With respect to the judgment according to the motor rota-
tion speed and the judgment according to the cumulative
motor rotation speed, the both judgments could be made at the
same time, or only one of the both judgments might be
judged.

Here, if it is judged that the vehicle starts to move then the
activation command is outputted to the unlocked side parking
lock mechanism and the unlocked side parking lock mecha-
nism is immediately activated, an abrupt change of the accel-
eration occurs upon the engagement of the parking pole and
the parking gear, and consequently, the driver is subject to an
odd or awkward feeling. Further, this might cause decrease in
durability of the parking pole and the parking gear. Thus, the
change of the rotation speed of the driving wheel is sup-
pressed with torque, which acts on the driving wheel in a
direction opposite to a moving direction, outputted by the
unlocked side drive motor, then the parking lock mechanism
is activated. The abrupt change of the acceleration can be
therefore suppressed.

In the following description, a control process when acti-
vating the unlocked side parking lock mechanism will be
explained.

FIG. 6 is a flow chart for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism on the basis of the motor rotation speed.
This process starts when the motor rotation speed exceeds the
predetermined rotation speed.

Atstep 11, the unlocked side drive motor is rotation-speed-
feedback controlled so that a target motor rotation speed
becomes O (zero) or a predetermined value that is less than the
predetermined rotation speed. However, the unlocked side
drive motor might be controlled so that a previously set cer-
tain torque is provided to the drive motor.

At step 12, a judgment is made as to whether or not an
absolute value of the motor rotation speed of the unlocked
side drive motor is less than the predetermined rotation speed.
If the absolute value of the motor rotation speed of the
unlocked side drive motor is less than the predetermined
rotation speed, it is judged that the motor rotation speed
converges and is less than the predetermined rotation speed,
and the routine proceeds to step S14. If the absolute value of
the motor rotation speed of the unlocked side drive motor is
not less than the predetermined rotation speed, it is judged
that the motor rotation speed is the predetermined rotation
speed or more, and the routine proceeds to step S13, then a
diagnosis timer for the judgment of the motor rotation speed
convergence is reset. Also the routine returns to step S11, and
the rotation speed feedback control continues.

At step 14, count-up or the diagnosis timer for the judg-
ment or the motor rotation speed convergence is done.

Subsequently, at step S15, a judgment is made as to
whether or not a count value of the diagnosis timer exceeds a
diagnostic time by which it can be judged that the motor
rotation speed converges. If it is judged that the count value of
the diagnosis timer exceeds the diagnostic time, the routine
proceeds to step S16, and the activation command is output-
ted to the unlocked side parking lock mechanism. On the
other hand, if the diagnostic time does not elapse, the routine
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returns to step S11, and the motor rotation speed control
continues, also a check of a convergence state of the motor
rotation speed is continued.

FIG. 7 is time charts for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism. Here, an initial state of these time charts
is a state in which the vehicle stops with only the right side
parking lock mechanism PLR activated.

At timetl, a check is made as to whether or not an absolute
value of the motor rotation speed of the left side drive motor
is less than the predetermined rotation speed during a prede-
termined diagnostic time for which a predetermined vehicle
stop state is diagnosed.

At time t2, when the absolute value of the motor rotation
speed of the rear left wheel RL is the predetermined rotation
speed or more, the torque is provided to the unlocked side left
side drive motor ML, then the control is performed so that the
rotation speed of the rear left wheel RL decreases.

At time t3, when the motor rotation speed of the left side
drive motor ML is less than the predetermined rotation speed,
a diagnostic time for the judgment of the motor rotation speed
convergence is set. Then, a check is made as to whether or not
the motor rotation speed absolute value of the left side drive
motor ML is continuously less than the predetermined rota-
tion speed for the diagnostic time.

At time t4, when the absolute value of the motor rotation
speed of the drive motor ML is continuously less than the
predetermined rotation speed for the diagnostic time for the
judgment of the motor rotation speed convergence, the acti-
vation command is outputted to the left side parking lock
mechanism PLL, and the rear left wheel RL is locked. At this
time, since the rotation is almost in a stop state when the
parking pole is engaged with the parking gear, the driver is not
subject to the odd or awkward feeling.

Next, a process based on the cumulative motor rotation
speed will be explained.

FIG. 8 is a flow chart for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism on the basis of the cumulative motor
rotation speed. This process starts when the cumulative motor
rotation speed exceeds the predetermined cumulative motor
rotation speed.

At step S21, the unlocked side drive motor is rotation-
speed-feedback controlled so that a target motor rotation
speed becomes 0 (zero) or a predetermined value that is less
than a predetermined rotation speed. However, the unlocked
side drive motor might be controlled so that a previously set
certain torque is provided to the drive motor.

At step S22, a judgment is made as to whether or not an
absolute value or the cumulative motor rotation speed of the
unlocked side drive motor is less than a value that is obtained
by adding a cumulative differential motor rotation speed to
the predetermined cumulative motor rotation speed. If the
absolute value is less than this new threshold value obtained
by the addition, it is judged that the movement of the vehicle
is suppressed, and the routine proceeds to step S23. Here, the
cumulative differential motor rotation speed is a value by
which it can be judged that the movement of the vehicle
converges or settles by the providing of the torque to the drive
motor.

On the other hand, if the absolute value is not less than the
new threshold value, which means that the cumulative motor
rotation speed is the new threshold value or more, it is judged
that a current state is a state in which the movement of the
vehicle can not be suppressed even by the rotation speed
feedback control, and the routine proceeds to step S25, then
the activation command is immediately outputted to the
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unlocked side parking lock mechanism. With this process, the
vehicle movement is forcibly suppressed.

Atstep S23, count-up or a diagnosis timer for the judgment
of the cumulative motor rotation speed convergence is done.

At step S24, a judgment is made as to whether or not a
count value of the diagnosis timer exceeds a diagnostic time
by which if can be judged that the cumulative motor rotation
speed converges. If it is judged that the count value of the
diagnosis timer exceeds the diagnostic time, the routine pro-
ceeds to step S25, and the activation command is outputted to
the unlocked side parking lock mechanism. On the other
hand, if the diagnostic time does not elapse, the routine
returns to step S21, and the motor rotation speed control
continues, also a check of a convergence state of the cumu-
lative motor rotation speed is continued.

FIG. 9 is time charts for operating the drive motor when
outputting the activation command to the unlocked side park-
ing lock mechanism on the basis of the cumulative motor
rotation speed. Here, an initial state of these time charts is a
state in which the vehicle stops with only the right side park-
ing lock mechanism PLR activated.

Attimetl, a check is made as to whether or not an absolute
value of the cumulative motor rotation speed of the left side
drive motor is less than the predetermined rotation speed
during a predetermined diagnostic time.

At time t2, when the absolute value of the cumulative
motor rotation speed of the roar left wheel RL is the prede-
termined rotation speed or more, the torque is provided to the
unlocked side left side drive motor ML, then the control is
performed so that the rotation speed of the rear left wheel RLL
decreases. At this time, a diagnostic time for the judgment of
the cumulative motor rotation speed convergence is set, and
also the cumulative differential motor rotation speed is added
to the predetermined cumulative motor rotation speed, then
this value is set as the new threshold value. Then, a check is
made as to whether or not the cumulative motor rotation
speed absolute value of the left side drive motor ML is con-
tinuously less than the new threshold value for the diagnostic
time for the judgment of the cumulative motor rotation speed
convergence.

Then, at time t3 at which the diagnostic time for the judg-
ment of the cumulative motor rotation speed convergence
elapses, when the cumulative motor rotation speed absolute
value is less than the new threshold value, the activation
command is outputted to the left side parking lock mecha-
nism PLL, and the rear left wheel RL is locked. At this time,
since the rotation is almost in a stop state when the parking
poleis engaged with the parking gear, the driver is not subject
to the odd or awkward feeling.

In view of the foregoing, the embodiment of the present
invention includes the following configuration and effect.

(1) A parking lock control device of a vehicle has: a right
side perking lock mechanism PLR (a first parking lock
mechanism) that is any one of a plurality of parking lock
mechanisms which are respectively provided at a plurality of
driving wheels of the vehicle; a left side parking lock mecha-
nism PLL (a second parking lock mechanism) that is a park-
ing lock mechanism provided at a different driving wheel
from a driving wheel of the right side parking lock mecha-
nism PLR; a parking lock controller PLCU (a parking lock
mechanism controller) that, when a parking lock activation
command is outputted, activates either one of the right and
left parking lock mechanisms; and an inclination detecting
unit 1, a present position detecting unit 2 and resolvers NR,
NL (a vehicle behavior detecting unit) that estimate or detect
a vehicle behavior in a case where only the one parking lock
mechanism is activated. And the parking lock controller
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PLCU is configured to, when the vehicle movement is esti-
mated or detected and the estimated, or detected vehicle
movement is a predetermined amount or more, activate the
other parking lock mechanism.

Accordingly, especially in a case where the vehicle does
notmove, by activating only one parking lock mechanism, the
power consumption can be suppressed, and the travel distance
can be made longer. Further, in a state in which only the one
parking lock mechanism is activated, when the vehicle moves
or when there is a possibility that the vehicle will move, the
both parking lock mechanisms are activated. Thus, the
vehicle movement can be suppressed under all conditions.

(2) At step S2 of the embodiment, the vehicle behavior is
estimated according to a value of an acceleration sensor.
Therefore, the both parking lock mechanisms can be activated
before the vehicle actually moves, thereby avoiding the
vehicle movement.

(3) At step S7 of the embodiment, the vehicle behavior is
detected according to each value of resolvers NR, NL that
detect rotation speeds of right and left side drive motors MR,
ML. Thus, in a case where at first the vehicle movement can
not be estimated then the vehicle moves, by activating the
both parking lock mechanisms, it is possible to suppress the
vehicle movement.

Although the invention has been described above by refer-
enceto acertain embodiment of the invention, the invention is
not limited to the embodiment described above. For instance,
in the embodiment, as an example, the rear wheel drive type
electric vehicle is explained. However, the vehicle is not
limited to this vehicle as long as each wheel has the parking
leek mechanism in a front wheel drive type electric vehicle or
a four-wheel drive electric vehicle.

Further, in a case where each of four wheels has the parking
lock mechanism, configuration of the present invention is
possible by combination of the parking lock mechanism on
one side of right and left front wheels and the parking lock
mechanism on the other side of right and left rear wheels. Or,
configuration of the present invention is possible by combi-
nation of the parking lock mechanism of the front wheel and
the parking lock mechanism of the rear wheel, which are
positioned on the same side of the right and left direction of
the vehicle.

Inaddition, as a first parking lock mechanism, a plurality of
parking lock mechanisms could be provided. Likewise, as a
second parking lock mechanism, a plurality of parking lock
mechanisms could be provided. That is, each of the first and
second parking lock mechanisms can include one parking
lock mechanism or the plurality of parking lock mechanisms.

The invention claimed is:

1. A parking lock control device of a vehicle comprising:

a first parking lock mechanism that is one parking lock
mechanism of a plurality of parking lock mechanisms
which are respectively provided at a plurality of driving
wheels of the vehicle;

a second parking lock mechanism that is a parking lock
mechanism provided at a different driving wheel from a
driving wheel of the first parking lock mechanism;

a parking lock controller that, when a parking lock activa-
tion command is outputted, activates only the first park-
ing lock mechanism; and

avehicle behavior detecting unit that estimates or detects a
movement of the vehicle in a case where only the first
parking lock mechanism is activated,

wherein the parking lock controller is further configured to,
when the estimated or detected vehicle movement is a
predetermined amount or more, activate the second
parking lock mechanism.
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2. The parking lock control device of the vehicle as claimed
in claim 1, wherein:

the vehicle behavior detecting unit estimates the movement

of the vehicle according to a value of an acceleration
sensor.

3. The parking lock control device of the vehicle as claimed
in claim 1, wherein:

the vehicle behavior detecting unit detects the movement

of the vehicle according to a value of a resolver that
detects a rotation speed of'a drive motor connected to the
driving wheel.
4. The parking lock control device of the vehicle as claimed
in claim 1, wherein:
the first parking lock mechanism is a parking lock mecha-
nism that is provided at either one of a right side driving
wheel or a left side driving wheel of the vehicle, and the
second parking lock mechanism is a parking lock
mechanism that is provided at the other of the right side
driving wheel and the left side driving wheel.
5. The parking lock control device of the vehicle as claimed
in claim 1, wherein:
the first parking lock mechanism is a parking lock mecha-
nism that is provided at either one of a front side driving
wheel or a rear side driving wheel of the vehicle, and

the second parking lock mechanism, is a parking lock
mechanism that is provided at the other of the front side
driving wheel and the rear side driving wheel.

6. The parking lock control device of the vehicle as claimed
in claim 1, wherein:

the plurality of driving wheels are each provided with a

drive motor, and the plurality of driving wheels are
driven individually by the respective drive motors.

7. A method for controlling a parking lock of a vehicle, the
vehicle having a plurality of parking lock mechanisms that
are respectively provided at a plurality of driving wheels, the
method comprising:
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when a parking lock activation command is outputted,
activating only a first parking lock mechanism that is one
parking lock mechanism of the plurality of parking lock
mechanisms;

estimating or detecting a movement of the vehicle in a state
in which the first parking lock mechanism is activated;
and

when the estimated or detected vehicle movement is a
predetermined amount or more, activating a second
parking lock mechanism that is provided at a different
driving wheel from a driving wheel of the first parking
lock mechanism.

=]

. A parking lock control device of a vehicle comprising:

o

first parking lock mechanism that is one parking lock
mechanism of a plurality of parking lock mechanisms
which are respectively provided at a plurality of driving
wheels of the vehicle;

a second parking lock mechanism that is a parking lock
mechanism provided at a different driving wheel from a
driving wheel of the first parking lock mechanism;

a parking lock controller that, when a parking lock activa-
tion command is outputted, activates the first parking
lock mechanism and does not activate the second park-
ing lock mechanism; and

avehicle behavior detecting unit that estimates or detects a
movement of the vehicle in a case where the first parking
lock mechanism is activated,

wherein the parking lock controller is further configured to,
when the estimated or detected vehicle movement is a
predetermined amount or more, activate the second
parking lock mechanism.
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